
 

 

PRODUCT DESCRIPTION – EnBac® L1000 

Description 

EnBac® L1000 is a Liquid containing a specially-formulated range of micro-organisms for use in 
biodegrading Fats, Oils and Greases (FOG). It is used primarily for the maintenance of drains and 
grease traps in restaurants, hotels and commercial buildings. 

EnBac® L1000 contains: 

 High performance aerobic and facultative anaerobic micro-organisms 

 Specific micro-nutrients (including trace metals, vitamins, amino acids and metabolic 
stimulants) 

 High quality surfactants 

EnBac® L1000 is green in colour and has a pleasant lemon fragrance. 

 How EnBac® L1000 works 

The surfactants in EnBac® L1000 will penetrate the greasy deposits in drains and greasetraps and 
start to break them up. The microorganisms form a biomass on the surface of and deep within the 
deposits and on the internal surface of the drains. The micro-organisms will then produce enzymes 
which go to work on the FOG. The end products of using EnBac® L1000 are H2O and CO2.  

Where is EnBac® L1000 used? 

Restaurants 
Hotels 
Fast Food Outlets 
Portable Toilets 
 

The Effects of Using EnBac® L1000 

EnBac® L1000 reduces malodours 
EnBac® L1000 enhances natural processes 
EnBac® L1000 reduces the need for physical removal of grease from greasetraps 
EnBac® L1000 keeps drains running free – reduces the chance of blockages 
 

Application Instructions 

Dilute one part EnBac® L1000 to 20 parts water and use the resulting solution at the following rates: 

Grease Traps 
For a greasetrap with capacity of less than 2 cubic metres: 
Add 250mls daily, by pouring down a nearby sink or pipeline. 
 



For a greasetrap with capacity of greater than 2 cubic metres: 
Add 500mls daily, by pouring down a nearby sink or pipeline. 
Then flush down 250 - 500mls of lukewarm water. It’s best to do this at the end of the working day 
when the drains are being used least. 
 

Drains 
Exact dosages are difficult to determine, as the amount of FOG travelling through the drain varies so 
much, but as a guide, we recommend the following: 
 

Pipe diameter  Dosage 
50mm   100mls 
100mm   200mls 
150mm   300mls 
200mm   400mls 
We recommend dosing at least twice weekly.  
Portable Toilets 

Add three litres directly and cover the solids with water to aid solids digestion. Repeat every time 
the toilet tank is emptied. 

How Safe is EnBac® L1000? 

Caution: Aquatic Effects:  48  hr “Daphnia magna” LC50 - 214 mg/L. 
     96 hr Fathead Minnow LC – 66 mg/L 
 
Floors treated with EnBac® L1000 may be slippery; take care to avoid falling. 

Avoid discharge to natural waters. Small spillages may be washed away with large amounts of water. 
Larger spillages may be returned to the container. 

For disposal of aqueous surfactant solutions 

Aerobic biological wastewater treatment plants are effective in treating aqueous solutions of 
surfactants. Treatment efficiency will depend on the treatment plant conditions. As with any 
wastewater disposal, consultation with the local treatment plant operating staff is recommended. In 
some places it is required by law.  

The information presented in this data sheet is believed to be reliable. This information is provided as 
representative only and there are no warranties, expressed or implied, regarding its performance. 
Since neither manufacturer nor distributor has any control over handling, storage, use and 
application conditions, neither manufacturer nor distributor shall be responsible for loss, damage or 
expense arising out of, or in any way connected with, the handling, storage or use of the product 
described. 
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